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June 26, 2015

Mr. Dave Butler

Greenspace Environmental Manager

DeKalb County Recreation, Parks, and Cultural Affairs
1300 Commerce Drive, Suite 300

Decatur, GA 30030

Via E-mail: dabutler@dekalbcountyga.gov

RE: Report of Asbestos Survey
3401 Greypoint Cove
Decatur, Georgia
Project No. 2013.3817.02

Dear Mr. Butler:

United Consulting is pleased to submit this report of our Asbestos Survey for the above-
referenced project. These activities were performed by accredited asbestos inspectors in
substantial conformance with industry standards. We appreciate the opportunity to assist you
with this project and look forward to our continued participation. Please contact us if you have
any questions or if we can be of further assistance.

INTRODUCTION

United Consulting was retained by DeKalb County Recreation, Parks, and Cultural Affairs
to perform an Asbestos Survey on the Project Site building. The scope of this assessment was
detailed in United Consulting’s proposal dated June 11, 2015. The purpose of this survey was to
collect and test bulk samples of suspect asbestos-containing materials (ACM) that may be
present at the Project Site structure, which may be impacted by future planned demolition
activities.
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3401 Greypoint Cove
2013.3817.02

DESCRIPTION OF FACILITY

The on-site residential home was two-stories, was faced with brick, and contained an asphalt
shingle roof. Interior building materials included drywall systems, textured ceilings, ceramic
tiles, sheet flooring, carpet, and wood.

BULK SAMPLE COLLECTION

Overview

Bulk sampling was performed in substantial conformance with the United States Environmental
Protection Agency’s (EPA's), "Guidance for Controlling Asbestos-Containing Materials in
Buildings" (EPA 560/5-85-024, 1985). Bulk sampling was performed at the Project Site, on
June 16, 2015 by Mr. Michael Abernathy and Mr. Greg Brooker. Mr. Abernathy and Mr.
Brooker are accredited as Asbestos Inspectors in accordance with the Asbestos Hazard
Emergency Response Act (AHERA), Inspector Certificate Numbers 14611 and 2322,
respectively. Copies of these certifications are included in Appendix A.

Sample Location Selection

Bulk samples were collected from typical suspect materials within and on the Project Site
structures. Bulk samples were not collected of non-suspect materials such as carpet or ceramic
tiles. Sample locations were randomly chosen in the field, based on the identification of suspect
asbestos-containing material (SACM). A distributed sampling plan based on a randomized
sampling scheme was not used for this sampling program. Samples were collected from areas
deemed safe and accessible.

Procedure

Samples were collected by wetting the material to be sampled, by extracting a representative
section of the suspect material and by placing the material in a sample container. Each sample
was assigned a unique sample number and delivered to an independent laboratory (Analytical
Environmental Services, Inc.) for analysis. Chain of Custody was documented and retained on-
file. The laboratory results are attached in Appendix B.

BULK SAMPLE ANALYSIS

The bulk samples were tested for detectable concentrations of asbestos (greater than one percent
asbestos) utilizing Polarized PLM and dispersion staining techniques. The testing method used
was the “Interim Method for the Determination of Asbestos in Bulk Insulation Samples” (EPA
600/M4-82020, as amended). Materials containing one percent or more asbestos are considered
asbestos containing materials (ACM) and are regulated. Current EPA regulations require that the
building owner assume that materials containing a trace amount of asbestos be assumed to be
regulated asbestos-containing material unless further testing in the form of Point Counting is
performed on the materials. As no samples contained less than one percent asbestos fibers, point
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counting was not conducted on any samples. Bulk sample testing was performed by Analytical
Environmental Services, Inc., a successful participant in the National Voluntary Laboratory
Accreditation Program (NVLAP), certificate number 102082-0. The laboratory certificates are
included along with certificates of those conducting this asbestos survey in Appendix A.

BULK SAMPLE RESULTS
Overview

United Consulting collected 23 bulk samples of suspect asbestos-containing materials (SACM)
from the Project Site structures during this sampling event. The items included drywall system
materials, sheet flooring, textured ceiling, roof materials, mirror mastic, interior and exterior
caulk, and sink soundproofing. The survey results discussed below have been compiled by
material location and material type (e.g., ceiling tile, drywall, etc.). Photocopies of the
Laboratory Results are included in Appendix B. Sample locations are listed in the table below. A
summary of the bulk sample results is presented in Table 1. Asbestos bulk sample locations are
shown on Figures la and 1b.

DATA EVALUATION/ASSESSMENT

United Consulting collected 23 bulk samples of suspect asbestos containing materials from the
Project Site structure. Regulated concentrations of asbestos fibers were detected within 8 of the
sampled building materials. Interior building materials that contained regulated concentrations
of asbestos fibers included drywall system components, sheet flooring, sink soundproofing,
textured ceiling and miurror mastic. In addition, exterior window caulk contained regulated
concentrations of asbestos fibers.

Even though not all sampled and tested, it should be assumed that all drywall system
components, sheet flooring, sink soundproofing, textured ceiling, mirror mastic, and exterior
window caulk at the Project Site contain regulated concentrations of asbestos fibers. Estimates
of the amount of these materials are provided within Table 2. Prior to demolition of the Project
Site building, the asbestos-containing materials should be removed by a qualified asbestos
abatement contractor.

In the event that inaccessible, suspect ACM are encountered within previously inaccessible areas
at the time of demolition; United Consulting should be contacted. Proper samples of the suspect
materials should be collected and submitted for testing, prior to continuing demolition activities
which could disturb these materials and potentially result in an asbestos fiber release.

A properly prepared Ten Day Notification must be forwarded to the Georgia Department of
Natural Resources - Environmental Protection Division, by the building owner or demolition
confractor, prior to the start of any building demolition activities. A blank copy of the
notification form is included in Appendix C for your use.
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LIMITATIONS

The conclusions presented in this asbestos survey are based on the laboratory results and
condition of the materials identified. Asbestos concentrations will vary between sample
locations. No other warranty or guarantee is expressed or implied. Representative areas of the
property were surveyed.

A limited number of representative areas of the property were surveyed, and asbestos
concentrations will vary between locations and material. United Consulting shall not be held
responsible for errors, miscalculations, assumptions, misinterpretations or other problems or
liabilities arising from, or associated with, firms or individuals bidding on asbestos abatement
work that rely solely, or in part, on this document.

This asbestos survey has been prepared on behalf of DeKalb County Recreation, Parks, and
Cultural Affairs. Should any other person, partnership, or corporation desire to rely upon this
report, 1t will be necessary for United Consulting to update the report for the new user.

Sincerely,

;ﬁz%\ /f?%{_‘
David P. Huetter Timothy J. Beck, P.G.
Associate Environmental Specialist Executive Vice President
GAB/DPH/ TIB/slv
UNITED CONSULTING

SP: 2013.3817.02.asb

TABLES

Table 1 Asbestos Bulk Samples and Results

Table 2 Estimates of Asbestos Containing Materials
FIGURES

Figure la Sample Location Plan — 1% Floor

Figure 1b Sample Location Plan — 2™ Floor

APPENDICES

Appendix A Certifications

Appendix B Laboratory Results

Appendix C  Asbestos Notification Requirements for Demolition, Renovation, or Abatement
Projects

Appendix D  Photos
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3401 Greypoint Cove

TABLE 1: ASBESTOS BULK SAMPLES AND RESULTS

2013.3817.02

SAII:[[: o COMPONENT LOCATION FRIABILITY ASB(I‘F,/ZTOS
A-1 Drywall System Components 1% Floor/Laundry Friable ND
A-2 Sheet flooring, blue 1* Floor/Laundry Non-friable 50% CH
A-3 Textured ceiling 1¥ Floor/Dining Friable ND
A-4 Drywall System Components 1* Floor/Kitchen Friable ND
A-5 Textured ceiling 1* Floor/Kitchen Friable ND
A-6 Sink soundproofing, white 1*! Floor/Kitchen Friable 2% CH
A-7 Backsplash caulk 1¥ Floor/Kitchen Non-friable ND
A-8 Drywall System Components 1¥ Floor/Closet Friable ND

A9 Textacen celling +Inywall | e mar 3 Friable 2% CH
System Components
A-10 Brywall Systew 1* Floor/Office Friable 2% CH
Components e
A-11 HVAC Tape 1% Floor/HVAC Non-friable ND
Closet
A-12 Drywall System Components 1¥ Floor/Bath 2 Friable ND
A-13 Tape from drywall 1*! Floor/Office Non-friable 2% CH
A-14 Textured ceiling 2™ Floor/Bed 1 Friable ND
A-15 Backsplash caulk 2™ Floor/Bath 1 Non-friable ND
A-16 Mirror mastic, black 2" Floor/Bath 1 Non-friable 10% CH
A-17 Sink soundproofing, black ™~ Floor/Living Friable 2% CH
A-18 Drywall System Components 2™ Floor/Bath 2 Friable ND
A-19 Drywall System Components 1* Floor/Garage Friable ND
A-20 Exterior door caulk Exterior/Back door Non-friable ND
A-21 Exterior window caulk Exterior/at Kitchen Non-friable 3% CH
A-22 Roof core Exterior/Roof Non-friable ND
A-23 Felt and tar at old deck Exterior/Wall Non-friable ND

ND- None Detected.

CH=Chrysotile

Bold = regulated asbestos containing material

Page 6 of 7
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3401 Greypoint Cove
2013.3817.02

TABLE 2: ESTIMATES OF ASBESTOS CONTAINING MATERIALS

COMPONENT : ESTIMATED AMOUNT
Wall Drywall 13,000 SF
Ceiling Drywall 8,000 SF
Textured Ceiling 8,000 SF
Sink Soundproofing 3 Sinks (with soundproofing)
Mirror Mastic 5-6 Mirrors
Exterior Window Caulk Approximately 20 Windows
SF = Square Feet
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The Environmental Institute

Greq Brooker

Social Security Number -  XXX-XX-3351
United Consulting - 625 Holcomb Bridge Road - Norcross, Georgia 30071

Has completed coursework and satisfactorily passed

an examination that meets all criteria required for

EPA/AHERA/ASHARA (TSCA Title Hl) Approved Accreditation

Asbestos in Buildings: Inspection and Assessment

February 2-4, 2015 2322

Certificate Number

Course Dale

February 4, 2015

Examination Date

Februaru 3 2016

piration E{\te

Dade Hogue - Prmcipal InstructorfTralnlng Manager

Rachel McCaJ - Exa Admm(étrator

(Approved by the ABIH Certification Maintenance Committee for 3 CM points - Approval #11-529)
(Florida Provider Registration Number FL49-0001342 - Course #FL49-0004700)

TEI - 1841 West Oak Parkway, Suite F - Marietta, Georgia 30062 - (770) 427-3600 - www.tei-atl.com




The Environmental Institute

Mlchael Abernathy

Social Security Number - XXX-XX-8203
United Consulting - 625 Holcomb Bridge Road - Norcross, Georgia 30071

Has completed coursework and satisfactorily passed

an examination that meeis all criteria required for
EPA/AHERA/ASHARA (TSCA Title 1) Approved Reaccreditation

Asbestos in Buildings: Inspector Refresher

October 21, 2014 14611

Course Date Certificate Number

October 21, 2014

Examination Date

October 20, 2015

O LT

David W. Hogue - Pringipal Instructor / Training I\Zianager

Rache| G. MeCaifl - Ex mAd/Giniszrator

¥

(Approved by the ABIH Certification Maintenance Committee for 1/2 CM point - Approval #11-577)

{Florida Provider Registration Number FL49-0001342 - Course #FL49-0002805)
TEI - 1841 West Oak Parkway, Suite F - Marietta, Georgia 30062 - (770) 427-3600 - www.tei-atl.com




ABojouyos ) pue SpIEpUBIS 0 SINYISU] 1BUOGEN Byl JO- SIBP BALDSHT

0£-60-STOZ Usno) 10-01-+10Z

gy a

(6002 Arenuer pajep snbiuntuuios Hyv-OV 1-OST wiof 01 18je4) woishs Juswabeueiy
Aurenb Aiojeroqe) e jo uopriedo ey pue adoos pauyep e J0f 82usjediUon [BOILYIS] SOIRNSUOWS UCIBHPaI0R S|
‘GOOTGZ0LL DFVOS] PIRPUBIS [RLUOHRUIBIU| POZIUBOIOS BY] LJIM SIURLIOIDER Ul PIRPAIOER ST AICYRI0qe] SIL ]

SISATVNY ¥HdId SOLSAASY A'INd

10} UOHBYPSISOY O 200K BUY UO POISH
'SBoIAIS Olf1000s 10) Weibold uofelpe.00y fiopeiogre] Aigpunion jeuoneN aui Aq peupaiose s

VO eEpy
"JUJ “SAINAIIS [BIUIWUOIAU [BOBATRUY

0-780Z01 *HAOO VT dVIAN

§00¢-5¢0.1 DO31/0SI 0} :o;mﬂ__om._ooa‘ JO S1EJRIUDY

TIYAN

>mo_o=sow 1 pue spiepuelg JO 91nisu| [euoljeN
22J9WWo9 Jo Juawedaq s9)r)S pojUn




NV&& ® National Voluntary

Laboratory Accreditation Program

SCOPE OF ACCREDITATION TO ISO/IEC 17025:2005

Analytical Environmental Services, Inc,
3080 Presidental Drive
Atflanta, GA 30340
Mr. Mehmet Yildicim
Phone: 770-457-8177 Fax: 770-457-8188
E-Mail: my@acsatlanta.com
URL: http:/fwww.aesatlanta.com

BULK ASBESTOS FIBER ANALYSIS (PLM) NVLAP LAB CODE 102082-0

NVLAP Code  Designation / Description

18/A01 EPA 600/M4-82-020: Interim Method for the Determination of Asbestos in Bulk Insolation
Samples
18/A03 EPA 600/R-93/116: Method for the Determination of Asbestos in Bulk Building Materials
2014-10-01 through 2015-09-30 Ww— Q W&L_O
Elfaciive dates For the Nallonal Institule of Standards and Technology
Pagelof 1

NVLAP-G15 (REV. 2005-05-19)
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ANALYTICAL ENVIRONMENTAL SERVICES, INC.

3785 Presldentlal Pkwy., Allanta, GA 30340-3704
© (770)457-8177 / Toll Frea (B00)972-4889 / Fax (770} 457-8188

CHAIN OF CUSTODY

3. Lot B

|50LHED

BULK ASBESTOS ANALYSIS. Po- 85(6 ")
Client Name: United Consulting Phone! { ?7b)209 0029
Address: 625 Holcomb Bridge Road Fax: { )
Gity, State, Zip:  Norcrass, GA, 30071 Project' Name: Greypointe Cove
Contacl : Greg Brooker Project Number; 2013.3813.02
Sampler's Name: Greg Brooker/Michael Abernathy Sampling Date: 6/16/15
_ Analysls { Turnaround For AES
Sample ID Sample Location/Description Roguested | Time Gomments Use Only
1] A-l Dt [ founay Pl | sted | [5* Qo
2}, A-¥ skat Lo blue, / [srday [
3] A-3 doxhrd coiluy [diny |
al A D (e,
5| AS lowtnd cosln ich, ’
5] A Siak, Iy fwbiae, (et
7| A-9 ok splsh Con ] Ko |
8| A W D [ Closet i
9 A9 TC + OW [ Batin 1 !
6]  A-[? D [ g, |
u A [vBe depe [Rute cloek
2] Ao DV /B ath 2 ; [
3 A°B pw ope [ %6 v
14 Al 10/l 2% e
16 A"’[S bouk: 3 ) \
6 A0 blewa, selntiomiar, i 8| | | |
7 A-10 bl $rdnos, /i { |
18l p«fé DW/ﬂeﬂ& - = N/ N/
o). A-14 oW (gorept V2 I T
20 BB Lk devtconlt [bock g ’ v -
Relinquished by _%LM Date/Time: g / [ gg/ { S- "‘f L)
Regelved by: ) Date/Time:
Relinquished by: DatefTime:
Received hy: Date/Tlme:

- woreen (gilOup (ooveo

FOR LAB USE ONLY: '
Date/Time: Cﬂifblfg Y Z%ﬂnlhodnfsmpmem C'ﬂ i e !
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ANALYTICAL ENVIRONMENTAL SERVICES, ING.:

3785 Presidentiat Pkwy., Alianta, QA 30340-3704
» o (770} 457-8177 / Toll Free {000) 972-48B9/ Fax {770} 467-8188

CHAIN OF GUSTODY
BULK ASBESTOS ANALYSIS

| 50LHSD

( 770)209 0029

Client Name: United Consulting Phaone:
Address: 625 Holcomb Bridge Road Fax: {
City, State, Zip:__ Norcross, GA, 30071 Project Name: Greypointe Cove
Confact : Greg Brooker Project Number: 2013.3813.02
Sampler's Name: Greg Brooker/Michael Abernathy Sampling Date: 6/16/15
Analysls | Twnaround Far AES
Sam’lple D Sample Lcca!fonmascriﬁtion Requested” Timea Comments Use Only
1] A-al Bt o ol bt ko [( L | 5794
2| K ¥ (& ot [rysl i /
3p A-33 Felt od dor @ ld dech i
4 ’ _ '
5 :
6
7
8
g
10
11
12
13
14
15
16
17
18} .
19§ «
] 20

Relinquished by
Received by:

Relinguished by:

Recelved by:

iy

2 /\Q\A{ @'Wf(,./ DatefTime:

Date/Time:
Date{Thne:

DateiThne:

FOR LAB USE ONLY
. Lab Recipient Daterfime: (g ?[L‘, iﬁ; Y. Z%Mgmod of Shipment
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ANALYTICAL ENVIRONMENTAL SERVICES, INC. Nv&@@

Bulk S le S Report
ulk Sampie Summary Repo Lab Code 102082-0

PLE S 23-Jun-15

Client Name: United Consulting Group Inc. AES Job Number: 1506H50
Project Name: Greypointe Cove Project Number: 2013.3813.02
Client ID AESTD Location Asbestos Mineral Percentage Comments
ca [[am][ cr |[ax][ = ][ ac
P 1506H50 DW / laundry ND |ND |ND |ND |ND |ND | Paint included as binder
-001A
Layer: 1
Aaq 1506H50 DW / laundry ND |ND |ND |ND |ND |ND
-001A
Layer: 2
A2 1506H50 Sheet flooring, blue / ND |ND |ND |ND |ND |ND | Vinyl
-002A laundry
Layer: 1
A2 1506H50 Sheet flooring, blue / 50 ND |ND |ND |ND |ND | Backing
-002A laundry
Layer: 2
A-3 1506H50 Textured ceiling / dining ND |ND |ND |ND |ND |ND | Pantincluded as binder
-003A
Layer: 1
s 1506H50 DW / kitchen ND |ND |ND |ND |ND |ND
-004A
Layer: 1

Note: CH=chrysotile, AM=amosite, CR=crocidolite, AC=actinolite, TR=tremolite, AN=anthophylite
For comments on the samples, see the individual analysis sheets.
ND = None Detected

AES Inc. is accredited by NIST s National Voluntary Laboratory Accreditation Program (NVLAP) for Polarized Light Microscopy (PLM) analysis, Lab
Code 102082-0. All analyses performed in accordance with EPA “Interim Method for the Determination of Asbestos in Bulk Insulation Samples” (EPA
600/M4-82-020), 1982 as found in 40 CFR_ Part 763, Appendix E to Subpart E and “Method for the Determination of Asbestos in Bulk Building
Materials” (EPA/G00/R-93/116), 1993.

These test results apply only to those samples actually tested, as submitted by the client. All percentages are reported by visually estimated volume.

PLM i1s not consistently reliable in detecting small concentrations of asbestos in floor tiles and similar nonfriable matenials, quantitative TEM is currently
the only method that can be used to determine conclusive asbestos content.

This report must not be reproduced except i full without written approval of Analytical Environmental Services, Inc.

Microanalyst: /W QC Analyst: ‘W—

Elena Ivanova Yelena Khanina
Page 3 of 10



ANALYTICAL ENVIRONMENTAL SERVICES, INC.

NVIAD

Bulk Sample Summary Report
Lab Code 102082-0
AES 23-Jun-15
Client Name: United Consulting Group Inc. AES Job Number: 1506H50
Project Name: Greypointe Cove Project Number: 2013.3813.02
Client ID AESID Location Asbestos Mineral Percentane | Comments
CH || AM | CR II AN || TR || AC
A 1506H50 DW / kitchen ND |ND |ND |ND |ND |ND
-004A
Layer: 2
A-d 1506H50 DW / kitchen ND |ND |ND |ND |ND |ND
-004A
Layer: 3
A5 1506H50 Textured ceiling / kitchen ND |ND |ND |ND |ND |ND | Paintincluded as binder
-005A
Layer: 1
A-5 1506H50 Textured ceiling / kitchen ND |ND |ND |ND |ND |ND
-005A
Layer: 2
A5 1506H50 Textured ceiling / kitchen ND |ND |ND |ND |ND |ND
-005A
Layer: 3
Al 1506HS50 Sink soundproofing / white / 2 ND |ND |ND |ND |ND
-006A kitchen
Layer: 1

Note: CH=chrysotile, AM=amosite, CR=crocidolite, AC=actinolite, TR=tremolite, AN=anthophylite
For comments on the samples, see the individual analysis sheets.

ND =None Detected

AES Inc. is accredited by NIST s National Voluntary Laboratory Accreditation Program (NVLAP) for Polarized Light Microscopy (PLM) analysis, Lab
Code 102082-0. All analyses performed in accordance with EPA “Interim Method for the Determination of Asbestos in Bulk Insulation Samples™ (EPA
600/M4-82-020), 1982 as found in 40 CFR, Part 763, Appendix E to Subpart E and “Method for the Determination of Asbestos in Bulk Building
Materials” (EPA/600/R-93/116), 1993.
These test results apply only to those samples actually tested, as submitted by the client. All percentages are reported by visually estimated volume.

PLM is not consistently reliable in detecting small concentrations of asbestos in floor tiles and similar nonfriable materials, quantitative TEM is currently
the only method that can be used to determine conclusive asbestos content.

This report must not be reproduced except in full without written approval of Analytical Environmental Services, Inc .

Microanalyst: /W

Elena Ivanova

QC Analyst: W

Yelena Khanina

Page 4 of 10




ANALYTICAL ENVIRONMENTAL SERVICES, INC.

NVIAD

Bulk Sample Summary Report
Lab Code 102082-0
AES 23-Jun-15
Client Name: United Consulting Group Inc. AES Job Number: 1506H50
Project Name:  Greypointe Cove Project Number:  2013.3813.02
Client ID AESID Location Asbestos Mineral Percentage Comments
CH“AM"CR"AN' TR || AC
A-7 1506H50 Backsplash caulk / kitchen ND |ND |ND |ND |ND |ND | Paintincluded asbinder
-007A
Layer: 1
A-8 1506H50 DW/ closet ND |ND |ND |ND |ND |ND | Paintincluded as binder
-008A
Layer: 1
A8 1506H50 DW / closet ND |ND |ND |ND |ND |ND
-008A
Layer: 2
A0 1506H50 TC+DW /Bath 1 2 ND |ND |ND |ND |ND | Paintincluded as binder
-009A
Layer: 1
PP 1506H50 | TC+DW/Bath 1 N> |x0 |30 [x0 |30 |MD
-009A
Layer: 2
A-0 1506H50 TC+DW /Bath 1 ND |ND |ND |ND |ND |ND
-009A
Layer: 3

Note: CH=chrysotile, AM=amosite, CR=crocidolite, AC=actinolite, TR=tremolite, AN=anthophylite
For comments on the samples, see the individual analysis sheets.

ND =None Detected

AES Inc. is accredited by NIST s National Voluntary Laboratory Accreditation Program (NVLAP) for Polanized Light Microscopy (PLM) analysis, Lab
Code 102082-0. All analyses performed in accordance with EPA “Interim Method for the Determination of Asbestos in Bulk Insulation Samples™ (EPA.
600/M4-82-020), 1982 as found in 40 CFR, Part 763, Appendix E to Subpart E and “Method for the Determination of Asbestos in Bulk Building
Materials” (EPA/600/R-93/116), 1993.
These test results apply only to those samples actually tested, as submitted by the client. All percentages are reported by visually estimated volume.
PLM is not consistently reliable in detecting small concentrations of asbestos in floor tiles and similar nonfriable materials, quantitative TEM is currently
|the only method that can be used to determine conclusive asbestos content.
This report must not be reproduced except in full without written approval of Analytical Environmental Services, Inc .

Microanalyst:

Elena Ivanova

QC Analyst:

Yelena Khanina

Page 5 of 10




ANALYTICAL ENVIRONMENTAL SERVICES, INC. Nvﬂ,@ %ﬂj’
Bulk Sample Summary Report

Lab Code 102082-0

f\E‘ S 23-Jun-15

Client Name: United Consulting Group Inc. AES Job Number: 1506HS50
Project Name: Greypointe Cove Project Number: 2013.3813.02
Client ID AESID Location Asbestos Mineral Percentane | Comments
CHIIAM"CR"A.N TR || AC
A-10 1506H50 DW / office 2 ND |[ND |ND |ND |ND | Paint included as binder
-010A
Layer: 1
A-10 1506H50 DW / office ND |ND |[ND |ND |ND |ND
-010A
Layer: 2
A520 1506H50 DW / office ND |ND |ND |ND |ND |ND
-010A
Layer: 3
A-11 1506H50 HVAC tape / HVAC closet ND |ND |ND |ND |ND |ND
-011A
Layer: 1
A-12 1506H50 DW /Bath 2 ND |ND |ND |ND |ND |ND | Paintincluded as binder
-012A
Layer: 1
A-12 1506H50 DW /Bath 2 ND |ND |ND |[ND |ND |ND
-012A
Layer: 2

Note: CH=chrysotile, AM=amosite, CR=crocidolite, AC=actinolite, TR=tremolite, AN=anthophylite
For comments on the samples, see the individual analysis sheets.
ND =None Detected

AES Inc. is accredited by NIST’s National Voluntary Laboratory Accreditation Program (NVLAP) for Polarized Light Microscopy (PLM) analysis, Lab
Code 102082-0. All analyses performed in accordance with EPA “Interim Method for the Determination of Asbestos in Bulk Insulation Samples™ (EPA
600/M4-82-020), 1982 as found in 40 CFR, Part 763, Appendix E to Subpart E and “Method for the Determination of Asbestos in Bulk Building
Materials™ (EPA/600/R-93/116), 1993.

These test results apply only to those samples actually tested, as submitted by the client. All percentages are reported by visually estimated volume.

PLM is not consistently reliable in detecting small concentrations of asbestos in floor tiles and similar nonfriable matenials, quantitative TEM is currently
the only method that can be used to determine conclusive asbestos content.

This report must not be reproduced except in full without written approval of Analytical Environmental Services, Inc .

Microanalyst: W QC Analyst: W

Elena Ivanova Yelena Khanina
Page 6 of 10



ANALYTICAL ENVIRONMENTAL SERVICES, INC. NV&@ ‘%]j
Bulk Sample Summary Report

Lab Code 102082-0

AES 23-Jun-15

Client Name: United Consulting Group Inc. AES Job Number: 1506HS0
Project Name: Greypointe Cove Project Number: 2013.3813.02
Client ID AESID Location Asbestos Mineral Percentage Comments
CH |AM|ICR“ANI TR || AC

A-13 1506HS50 DW tape / office 2 ND |ND |ND |ND |ND | Pamtincluded as binder
-013A

Layer: 1

A-13 1506H50 DW tape / office ND |ND |ND |ND |ND |ND
-013A

Layer: 2

T 1506H50 TC/Bed 1 ND |ND |ND |[ND |ND |ND
-014A

Layer: 1

At 1506H50 TC/Bed 1 ND |ND |ND |ND |ND |ND
-014A

Layer: 2

A-15 1506H50 Backsplash caulk / Bath 1 ND |ND |ND |ND |ND |ND | Paintincluded asbinder
-015A

Layer: 1

A-16 1506H50 Black mirrow mastic / Bath 1 10 |ND |ND |ND |ND |ND
-016A

Layer: 1

Note: CH=chrysotile, AM=amosite, CR=crocidolite, AC=actinolite, TR=tremolite, AN=anthophylite
For comments on the samples, see the individual analysis sheets.
ND = None Detected

AES, Inc. is accredited by NIST s National Voluntary Laboratory Accreditation Program (NVLAP) for Polarized Light Microscopy (PLM) analysis, Lab
Code 102082-0. All analyses performed in accordance with EPA “Intennm Method for the Determination of Asbestos in Bulk Insulation Samples™ (EPA
600/M4-82-020), 1982 as found in 40 CER, Part 763, Appendix E to Subpart E and “Method for the Determination of Asbestos in Bulk Building
|Materials™ (EPA/600/R-93/116), 1993.

These test results apply only to those samples actually tested, as submitted by the client. All percentages are reported by visually estimated volume.
PLM is not consistently reliable in detecting small concentrations of asbestos in floor tiles and similar nonfriable materials, quantitative TEM is currently
|the only method that can be used to determine conclusive asbestos content.

This report must not be reproduced except in full without written approval of Analytical Environmental Services, Inc.

Microanalyst: W QC Analyst: W

Elena Ivanova Yelena Khanina
Page 7 of 10



ANALYTICAL ENVIRONMENTAL SERVICES, INC.

mvm‘g@‘

Bulk Sample Summary Report
Lab Code 102082-0
AES 23-Jun-15
Client Name: United Consulting Group Inc. AES Job Number: 1506H50
Project Name: Greypointe Cove Project Number: 2013.3813.02
Client ID AESID Location Asbestos Mineral Percentage Comments
CH"AMI CR || AN || TR || AC
A-16 1506H50 Black mirrow mastic /Bath1 |ND |ND |ND |ND |ND |ND
-016A
Layer: 2
A-17 1506H50 Black soundproofing / living 2 ND |ND |[ND |ND |ND
-017A
Layer: 1
A-18 1506H50 DW/Bath2 ND |ND |ND |ND |ND |ND
-018A
Layer: 1
A-18 1506H50 DW /Bath 2 ND |ND |ND |ND |ND |ND
-018A
Layer: 2
A-19 1506H50 DW / garage ND |ND |ND |ND |ND |ND | Paintincluded as binder
-019A
Layer: 1
A-19 1506H50 DW / garage ND |ND |ND |ND |ND |ND
-019A
Layer: 2

Note: CH=chrysotile, AM=amosite, CR=crocidolite, AC=actinolite, TR=tremolite, AN=anthophylite
For comments on the samples, see the individual analysis sheets.
ND =None Detected

AES Inc. is accredited by NIST s National Volmntary Laboratory Accreditation Program (NVLAP) for Polarized Light Microscopy (PLM) analysis, Lab
Code 102082-0. All analyses performed in accordance with EPA “Inteim Method for the Determination of Asbestos in Bulk Insulation Samples” (EPA.
600/M4-82-020), 1982 as found in 40 CFR, Part 763, Appendix E to Subpart E and “Method for the Determination of Asbestos in Bulk Building
|Materials™ (EPA/600/R-93/116), 1993.

These test results apply only to those samples actually tested, as submutted by the client. All percentages are reported by visually estimated volume.

PLM is not consistently reliable in detecting small concentrations of asbestos in floor tiles and similar nonfriable matenials, quantitative TEM 1s currently
|the only method that can be used to determine conclusive asbestos content.

This report must not be reproduced except in full without written approval of Analytical Environmental Services, Inc .

Microanalyst: QC Analyst:

Elena Ivanova Yelena Khanina

Page 8 of 10



AES

ANALYTICAL ENVIRONMENTAL SERVICES, INC.
Bulk Sample Summary Report

NVIAD

Lab Code 102082-0

23-Jun-15
Client Name: United Consulting Group Inc. AES Job Number: 1506HS0
Project Name: Greypointe Cove Project Number: 2013.3813.02
Client ID AESID Location Asbestos Mineral Percentage Comments
CH WWWEHA_CI
A-20 1506H50 Ext door caulk / back door ND |ND |ND |ND |ND |ND | Paintincluded as binder
-020A
Layer: 1
A-21 1506H50 Ext window caulk / kitchen ND |ND |ND |ND |ND |ND | Paintincluded as binder
-021A window
Layer: 1
A-21 1506H50 Ext window caulk / kitchen 3 ND |ND |ND |ND |ND
-021A window
Layer: 2
A22 1506H50 Roof core / roof ND |ND |ND |ND |ND |ND
-022A
Layer: 1
A-22 1506HS0 Roof core / roof ND |ND |ND |ND |ND |ND
} -022A
Layer: 2
A-23 1506H50 Felt and tar @ old deck ND |ND |ND |ND |ND |ND
-023A
Layer: 1

Note: CH=chrysotile, AM=amosite, CR=crocidolite, AC=actinolite, TR=tremolite, AN=anthophylite
For comments on the samples, see the individual analysis sheets.

'ND =None Detected

AES Inc. 1s accredited by NIST s National Vohmntary Laboratory Accreditation Program (NVLAP) for Polarized Light Microscopy (PLM) analysis, Lab
Code 102082-0. All analyses performed in accordance with EPA “Interim Method for the Determination of Asbestos in Bulk Insulation Samples™ (EPA.
600/M4-82-020), 1982 as found in 40 CER, Part 763, Appendix E to Subpart E and “Method for the Determination of Asbestos in Bulk Building
Materials” (EPA/600/R-93/116), 1993.
These test results apply only to those samples actually tested, as submitted by the client. All percentages are reported by visually estimated volume.

PLM is not consistently reliable in detecting small concentrations of asbestos in floor tiles and similar nonfriable materials, quantitative TEM is cusrently
the only method that can be used to determine conclusive asbestos content.

This report must not be reproduced except in full without written approval of Analytical Environmental Services, Inc .

Microanalyst: W

Elena Ivanova

QC Analyst: W

Yelena Khanina

Page 9 of 10




ANALYTICAL ENVIRONMENTAL SERVICES, INC. [}{]Vﬂ,@%}j

Bulk Sample Summary Report
Lab Code 102082-0
AES 23-Tun-15
Client Name: United Consulting Group Inc. AES Job Number: 1506HS0
Project Name: Greypointe Cove Project Number: 2013.3813.02
Client ID AESID Location Asbestos Mineral Perl_li_ltenta e Comments
CHIIAM" CR"AN TR || AC |
A-23 1506H50 Felt and tar @ old deck ND |ND |ND |ND |ND |ND
-023A
Layer: 2

Note: CH=chrysotile, AM=amosite, CR=crocidolite, AC=actinolite, TR=tremolite, AN=anthophylite
For comments on the samples, see the individual analysis sheets.
ND =None Detected

AES Inc. is accredited by NIST"s National Voluntary Laboratory Accreditation Program (NVLAP) for Polarized Light Microscopy (PLM) analysis, Lab
Code 102082-0. All analyses performed in accordance with EPA “Interim Method for the Detenmination of Asbestos in Bulk Insulation Samples” (EPA.
600/M4-82-020), 1982 as found in 40 CFR, Part 763, Appendix E to Subpart E and “Method for the Determination of Asbestos in Bulk Building
Materials™ (EPA/600/R-93/116), 1993.

These test results apply only to those samples actually tested, as submitted by the client. All percentages are reported by visually estimated volume.

PLM is not consistently reliable in detecting small concentrations of asbestos in floor tiles and similar nonfriable matenials, quantitative TEM is currently
|the only method that can be used to determine conclusive asbestos content.

This report must not be reproduced except in full without written approval of Analytical Environmental Services, Inc.

Microanalyst: W QC Analyst: W

Elena Ivanova Yelena Khanina

Page 10 of 10
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USE AN ATTACHMENT TO PROVIDE ADDITIONAL INFORMATION FOR ANY SECTION WHEN NEEDED TO PROVIDE COMPLETE
DETAILS.
DO NOT LEAVE ANY SECTION BLANK — INSERT UNKNOWN OR N/A IF NEEDED,

FOR PROJEGTS WHERE FEES ARE DUE:
EPD ASBESTDS FEES LOCKBOX
POST OFFICE BOX 101173
_ ATLANTA, GEORGIA 30392
(SEE SECTION 6 FOR FEE CALCULATION INSTRUCTIONS)

FOR PROJECTS WHERE FEES ARE NOT DUE:
EPD ASBESTOS PROGRAM
ATTN: ASBESTOS NOTIFICATIONS
4244 INTERNATIONAL PARKWAY, SUITE 104
ATLANTA, GEORGIA 30354

1 ORIGINAL - INFTIAL O REVISION #

O RENOVATION/ABATEMENT ONLY O
O0_DEMOLITION ONLY O _JOINT DEMOLITION/RENOVATION 0_ORDERED DEMOLITION
0 EMERGENCY D COURTESY (FOR NON-FRIABLE PROJECTS OR UNDER TRIGGER

QUANTITY PROJECTS ONLYI)

PROJECT NAME:

PRO..I.ECT ADDRESS:

PROJECT CITY: ZIP: COUNTY:

NEAREST MAJOR INTERSECTION:

BLDG SIZE IN SQ. FT: AGE OF BUILDING N YEARS: NUMBER OF FL.OORS IN BUILDING:

SPECIFIC LOCATION IN BUILDING OF ASBESTOS BEING REMOVED:

5'::SECTION3 V= ABATEMENT CONTRACTOR - _W‘ GEIETE T AUCHECKIFSECTIONREVESED‘

ASBESTOS REMOVAL CONTRACTOR:

CONTRACTOR'S STREET ADDRESS: COMPANY CERTIFICATE #:
CITY; STATE: | ZIP: PHONE: FAX:
GA LICENSED AGENT: GA AGENT'S ID: EXPIRES: CELL PHONE:

'SECTION REVISEL

BEMOLITION CONTRAGTOR:

DEMOLITION CONTRACTOR'S STREET ADDRESS:

CITY: STATE: ZIP: PHONE: FAX:

L) -«ACM NFORMA‘FION* Requlred forCompilanc ofGeorgla Rules E] CHECK lF SEGTION REV!SED
IS ASBESTOS PRESENT? [ YES (I NO @ UNKNOWN | 0 FRIABLE 0 NON-FRIABLE D BOTH

DID AN AHERA ACCREDITED INSPECTOR INSPECT THIS SITE? 0 YES O NO O ASSUMED ASBESTOS
INSPECTOR NAME: INSPECTOR PHONE:
ACCREDITATION COURSE: CERTIFICATE NUMBER: EXPIRES:

‘iSEGTIONiS = WORK SCHEDULES ( 10 WORKING DAYADVANCE NOTIFICATION REQUIRED FOR NON—EMERGENCY NOTIF!CA TIONS!}

B : SR CHECK IF SECTION. REVISED o
ABATEMENTSTART DATE ABATEMENTEND DATE WORK DAYS {MON-SUN) WORK HOURS (EX 7A - 4P)

DEMOLITION START DATE DEMOLITION END DATE | WORK DAYS (MON-SUN) WORK HOURS (EX ! 7TA - 4P}

REV 062012005F -



‘0. CHECKIE SECTION REVISED

FIRST, LOCATE THE MATERIAL TO BE REMOVED IN COLUMN A. COLUMN B SHOWS THE USUAL NESHAP CATEGORY FOR THE
MATERIAL. COLUMN C SHOWS THE CATEGORY THE MATERIAL WILL LIKELY BEGOME DURING ABATEMENT, AND THAT IS THE CODE
THAT SHOULD BE USED FOR COMPLETING THIS FGRM. NOW, ENTER THE SQ. FT AND/OR L.F. AMOUNTS OF ACM TO BE ABATED
DURING THIS PROJECT UNDER THE CORRECT HEADING ACCORDING TO TYPE IN COLUMN D, E, AND/OR F. THEN, LOGATE THE
CORRESPONDING TYPE CODE(S) FOR THE MATERIAL(S) IN COLUMN G AND ENTER THE CODES IN THE SPACES PROVIDED BEFORE

PROCEEDING TO THE FEE CALCULATICN SECTION.

Column A Column B Column G SF OR'LZSgggNJRL?,SgTABMED Colcl:l’mn
USUAL NESHAF CATEGORY WiLL
LIKELY ACM
Column D Column E CGolumn F

ACM TYPE Category | Category BECOME TYPE

1 2 RACM WHEN Category | Category 2 RACM CODE

ABATED
ASBESTOS ASPHALT SHINGLES v 1 orRACM AAS
‘ASBESTOS CEMENT (TRANSITE} RPANE| E ACR
] ASBESTOS CEMENT (TRANSITE) ROOFING

- ASBESTOS'CEMENT: (TRANSITE} SIDING SHINGLES

ASBESTOS FLASHING

ASBESTOS/GASKET:

BOILER INSULATION

BULT:URRCOEING:
COVE (BASEBOARD) MOLDING MASTIC

ELING PEASTE!

CEILING TILE

ZZDUCT:SEAMMASTIC:

DUCT VIBRATION DAMPENERS

EXTERIOR{OUTSIDE) BUCTINSUEATION:

FELT DUCT TAPE

FLODRIMASTIC:

FIREPROQFING

FIREPRODFING AND GVERSPRAY. 2| e

FLOORTILE

¥ RACM
cAT T RACMETE] :
¥ RACM
: \; iJ;2o|'R.i\€:P«‘E‘.i s
v RACH,
IPEINSULATION ELBOWSAND FITTINGS . = .. " Co LT RGN AT TR PIEY
RESILIENT FLOOR COVERINGS (SHEET FLOORING; \ J 1 or RACM RFC
LINOLEUM)
“ROOEMASTICS AND:COATINGS -2 7 [ N ) [ A T s R
ROOFING SILVER COATING 1 or RACM
TEXTURED CEILING SEE BT P sinAla ) T RACM. ol T
JEXTURED CEILING PLASTER ~ RACM
TANK INSULATION:: s S ETRR LN A RACME e B RS
WALL BOARD AND JOINT COMPOUND v RACM
‘WINDOW.GLAZING - ol i N T T or RACM )
WALL PLASTER 4 RACM
Row G: Enter the ACM Type Codes from Col. G for each Category Below. Gafegory 1 Gategory 2 RACM
Categoty 1: Total Total Total
Calegory 2:
RAGHM:
CALCE.ILA‘HNG FEES

(USE TOTAL FROMGOLUMN F (RAGM) TO COMPLETE THIS SECTION) -

~ RESIDENTIAL FEE SCHEDULE: $0.10 PER LFISF “ RESIDENTIAL PROJECT TOTAL FEES DUE AND PAYABLE NOW
OF FRIABLE ACM WITH MINIMUM FEE: $25 + COLUMN F (RACH) TOTAL X$0.10 H (B}
MAXIMUM FEE: $50 PER RESIDENGE/ DWELLING H (A). SFILF EQUALS | (NOT YO BE LESS THAN $25 OR MORE THAN $50 PER
S UNIT, UNIT) _
Row | |s THIS A NON-RESIDENTIAL PROJECT u vss (USE TOTAL FROM COLUMN F{RACM) TO COMPLETE TH! S _SE TION):
~NON-RESIDENTIAL FEE SCHEDULE: $0.10PER NON-RESTDENTIAL PROJECT TGTAL FEES GUE AND PAVABLE NOW
LFISF OF FRIABLE ACM WITH MINIMUM FEE: $25 - COLUMN F {RACM) TOTAL X $0.10 1(8)$
MAXIMUM FEE:; $1,000 PER FACILITY. {(A). SFILE EQUALS | (NOT TO BE LESS THAN $25 OR MORE THAN $1,000)

R FORTHEAMOUNTSHOWNIN THETOTALFEES nuuaove

REV 062012005F
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CHECK'IF'SECTION REVISED:

WASTE TRANSPORTER l TRANSPORTER CONTAGT PERSON:
NAME

TRANSPORTER'S MAILING ADDRESS:

CITY: STATE: ZIP: PHONE: FAK:
“DISPOSAL SITE DISPOSAL SITE COUNTY:

NAME:

DISPOSAL SITE ADDRESS:

CITv- STATE. 7P FHONE: FAX:
“PROJECT OWNER OWNER'S REPRESENTATIVE:

NAME:_

OWNER'S STREET ADDRESS:

OWNER'S MAILING ADDRESS (IF DIFFERENT):

N9 - © .0 CGHECKIFSECTIONREVISED ... . i <
WILL ASBESTOS REMAIN IN THEPROJECTAREA? O_NO 0 _YES 0_ UNKNOWN
EXPLAIN 'YES' OR "UNKNOWN':

IF NO ASBESTOS IS PRESENT, WAS THIS PROJECT PREVIOUSLY ABATED? g NOo 0 YES 8 UNKNOWN

PRIOR ABATEMENT COMPANY: YEAR ABATED:
PRIOR COMPANY CONTACT PERSON: . PHONE:

: 'CERT[FICATION OF INFORMATION AND ACKNOWLEDGEMENT

|, THE UNDERSIGNED CERT!FY THAT AN INDEVIDUAL TRAINED [N THE PROViSIONS OF FEDERAL REGULATIONS (NESHAPMO CFR F‘ART 61 SUBPART M) WILL BE
ON THE PROJEGT SITE DURING DEMOLITION AND/OR RENOVATICN ACTIVITIES DESCRIBED IN THE NOTIFICATION. EVIDENCE THAT THIS PERSON AND ALL
CTHER PROJECT PERSONNEL HAVE ACCOMPLISHED APPROPRIATE TRAINING AND TRAINING CERTIFICATES WILL BE AVAILABLE FOR INSPECTION DURING
NORMAL BUSINESS HOURS AND ANYTIME REGULATED ACTIVITIES ARE BEING CONDUGTED ON SITE.

| FURTHERMORE UNDERSTAND THAT | AM RESPONSIBLE FOR THE ACCURACY AND COMPLETENESS OF THE INFORMATION SUBMITTED WITH THiS
NOTIFICATION AND | SHALL PROMPTLY SUBMIT REVISIONS, SUPPORTING DOCUMENTS, AND PROJECT FEES.

PRINTED NAME: PHONE:

SIGNATURE: DATE:

REPRESENTING: {0 OWNER O ABATEMENT CONTRACTOR 0O DEMOLITION CONTRACTOR O OTHER
. COMPANY NAME IF "OTHER" CHECKED: ADDRESS iF "OTHER" CHECKED;

+ REFER TO THE DETAILED INSTRUCTIONS WHEN IN DOUBT ABOUT PROPER COMPLETION OF ANY SECTION.

* NEVER LEAVE BLANK SPACES — INSERT 'N/A" OR 'UNKNOWN' FOR ANY BLANK WHERE YOU DO NOT HAVE THE INFORMATION
REQUESTED.

« PRINT RESPONSES NEATLY AND LEGIBLY,

* ALWAYS KEEP A COPY OF THIS FORM FOR YOUR RECORDS, AND PROVIDE COPIES TO ALL OTHER INVOLVED PARTIES.

* EPD NO LONGER ACCEPTS ‘FAX ONLY DOCUMENTS'. SUBMIT THE ENTIRE FORM VIA MAIL,

* NEVER SUBMIT PROJECTS WHERE FEES ARE DUE WITHCUT ATTACHING THE REQUIRED FEE CHECK OR MONEY CRDER.

+ NOTIFICATIONS WITH FEES MUST BE MAILED TO THE EPD ASBESTOS FEES POST OFFICE ADDRESS,
NOTIFICATIONS WITHOUT FEES SHOULD BE MAILED DIRECTLY TO THE EPD OFFICE ADDRESS.

(ADDRESSES ARE ON THE FIRST PAGE.}

+ DO NOT SUBMIT 'TWO-SIDED’ PHOTO COPIES.

+ If a Project Notification is submitted by someone other than the asbestos abatement ar demolition contractor - such as the Consultant or Owner,
A REVISED NOTIFICATION MUST BE SUBMITTED BY THE CONTRACTOR TO WHOM THE PROJECT IS AWARDED BEFORE WORK
BEGINS. THE CONTRACTOR MUST SIGN THE CERTIFICATION OF THE REVISED NOTIFICATION FORM.

IT IS YOUR RESPONSIBILITY TO SUBMIT THIS FORM ACCURATELY AND COMPLETLY AND INCLUDE BY ALL
APPLICABLE FEES.

REV 052012005F -3-



SUMMARY INSTRUCTIONS FOR COMPLETING THE GECRGIA EPD
PROJECT NOTIFICATION FOR ASBESTOS RENOVATION, ENCAPSULATION, OR DEMOLITION PROJECTS

Complete the following Sections and provide the information requested according to the type of project being performed.

To Be Completed For Demolition Work {No fees due for Demolition Projects.)

Section 1AVType of Notice

Section 1BVType of Project

Section 2 - Site Information

Section 3B - Demolition Contracior

Section 4 - ACM Information Asbestos Inspection Required for Compliance of Georgia Rules.
Section 5 - Work Schedules for Demolition

Section 6 - ACM Amounts & Type Codes

»  All ACM which already is or will become friable must be removed before demalition; only non-friable ACM may
be remaining during the demolition and it must ALL be collected, packaged, labeled, fransported and disposed

as ACM Waste).
= |f all ACMs have been removed from the project site, Page 2 is nat required.
Section 7 - Waste Transporter and Disposal Site of Demolition Waste, and Building Owner (All Required)
Section 8 - Work Methods
Section 9 - Additional Project Information
Ceartification of Infarmation and Acknowledgement
{No fees due for Demolition Projects.)

To Be Completed For Asbestos Removal and Encapsulation Projects  (Fees due for Abatement Projects.)

Section 1A - Type of Notice

Section 1B - Type of Project

Section 2 - Site information

Section 3A - Abatement Contractor

Section 4 - ACM Information Asbestos Inspection Reguired for Compliance of Georgia Rules.
Section 5 - Work Schedules for Abatement and Encapsulation Projects.

Section 6 - ACM Amounts, Type Codes, and Fee Calculation

Section 7 - Waste Transporter, Disposal Site, and Building Owner Information

Section 8 - Work Methods

Certification of Information and Acknowledgment

To Be Completed for A Revision To A Prior Notification

Section 1A Type of Notice
Section{s) All Sections, In Which the Prior Information Has Changed ar Needs To Be Updated.

»  Check the Revision Box In Each of The Revised Sections and Update the Information.
Certification of Information and Acknowledgment

4

DETAILED INSTRUCTIONS ARE AVAILABLE FOR FILLING OUT EACH OF THESE SECTIONS.

REV 062012005F -4 -



DETAILED INSTRUCTIONS FOR COMPLETING THE GEORGIA EPD
PROJECT NCTIFICATION FOR ASBESTOS RENOVATION, ENCAPSULATION, OR DEMOLITION PROJECTS

The Georgia EPD realizes that paperwork completion is tedious and time-consuming, but treats paperwork infractions with the same
gravity with which it views work practice violations. It Is incumbent upon all individuals engaged in regulated asbestos-related activities
to become famillar with all state and federal requirements, including proper paperwork completion. The following Instructions are a step-
by-step guide that should lead vou successfully through the notification completion process. Should you stiil have questions or need
assistance with completion of the notification documents, please call the Ashestos Program at (404} 363-7026.

HOW SHOULD YOU SUBMIT YOUR NOTIFICATION?

FOR PRGJECTS WHERE FEES ARE DUE: FOR PROJECTS WHERE FEES ARE NOT DUE:
EPD ASBESTOS FEES LOCKBOX EPD ASBESTOS PROGRAM
POST OFFICE BOX 101173 ATTN: ASBESTOS NOTIFICATIONS
ATLANTA, GECRGIA 30392 4244 INTERNATIONAL PARKWAY, SUITE 104
{SEE SECTION & FOR FEE CALCULATION INSTRUCTIONS) ATLANTA, GEORGIA 30354

MAILED FORMS: If your nolification is a courtesy nofification (see explanation below); & demolition only notification (the anly two types of projects
that are fee exempt); or a revision of a previously submitted nofification where the fee amount does not change {a date change revision, for
example), send the form directly to the EPD office at the address shown on the right above {not the lockbox address).

WHAT TYPE OF NOTICE SHOULD YOU SUBMIT? (SECTION 1A}
Asbestos Project Netifications will always fall into one of the following categories. ALWAYS check the box (5) appiicable to your current submittal:
0 ORIGINAL INITIAL - The first fime a project natification is subrnitted for the project to which the notification applies.

1 REVISION - To notify the EPD of any changes fo the project after the Original Initial notification has been submitted. To submit a
revision, CHECK THE BOX (T) in Section 1A and list the revision number. Alsc check the box in the heading of the section you are revising, strike
through the Incomrect Information, and insert the correction. If additional fees are due, be sure to submit them to the lockbox and Include the
additional fee check information in the fee schedule. DATE CHANGE REVISIONS SHOULD BE SENT DIRECTLY TO THE EPD OFFICE STREET
ADDRESS. For all revisions, re-sign and re-date the cerlification section of the project notification before resubmitting.

WHAT TYPE OF PRQJECT ARE YOU CONDUCTING? {SECTION 1B}

0 RENOVATION/ABATEMENT ONLY — Where the project only involves the remeval and disposal of asbestos containing materials,
“Renovation” means the altering of, taking out, stripping, clean up, disposal of, or removal of friable or potentially friable asbestos containing
materials from any facility, faclllity component or residential dwelling, equal to or greater than 10 square feet or 10 linear feet.

0 RENOVATION/ABATEMENT PRIOR TO DEMOLITION - Removalfabatement of friable asbestos containing materials equal to or
greater than 10 square feet or 10 linear fest in preparation for demolition activities to be performed by someone else.

{1 PEMOLITION ONLY — Where the project only entails demolition of any structure that has been thoroughly inspected for the presence
ar absence of asbestos. "Demolition” means the wrecking or taking out of any load supporting structural member of a facility together with related
handling operations, or the intentional burning of any structure. Notification is required regardless of the presence or absence of asbestos
contalning materials.

O ENCAPSULATION — A project in which special coalings approved for asbestos encapsulaiion will be used to cover the asbestos
containing materials and prevent release of ashestos fibers. "Encapsulation’ means the process of coating, binding, or resurfacing walls, cellings,
plpes, or other structures with a sealant to prevent friable asbestos from becoming airborne.

{0 JOINT RENOVATION/DEMOLITION - Where both renovation and demolition activities as described above will be conducted by the
same Contractor, [f demolition is to be conducted by a different company, that company must submit a separate nofification,

0 ORDERED DEMOLITION - A demalition project ordered by a government agensy. If the property has been condemned, the Order of
Condemnation must be Included with the project notification.

ADDITIONAL PROJECT NOTATIONS

0 EMERGENCY - Abatement, Encapsulation or Demolition projects that were unplanned, but result from a sudden, unexpectsd event
that if not immediately attended to presents a safety or public health hazard, is necessary to protect equipment from damage, or Is necessary to
avoid imposing an unreasonable financial burden. Waiver of the required 10 working day notification period will be granted on & case-by-case
basis. A lefter of explanation regarding the emergency situation from the Owner of the Project, or their representative, must accompany the
notification. EPD must be notified of the emergency situation within 24 hours from the time of its occurrence, or from the time you are contacted
with a request for emergency work to be performed. Please call the EPD Asbestos Program’s Duty Officer to discuss the situation and obtain their
agreement on the emergency project. The maln number for the Asbestos Program is 404-363-7026. The original noiification, [etter of explanation,
and fee payment must be mailed to the Lockbox address within 7 days from the date of emergency work beginning.

{1 COURTESY — A Courtesy Notification fs ONLY submitted for small asbestos abatement/disiurbance/encapsulation projects that invalve
friable asbestos removal of less than 10 square feet or 10 linear feet ar far notification of non-friable asbestos removal projects.

SECTION 2 — SITE INFORMATION

PROJECT NAME - Identify the exact locafion where abatement aor demolition wark is golng fo take place. Provide the name of the building,
company, or other description of all structures involved in the project here. For example: "Vacant House", "Residence”, “Cammercial Bldg", "ABC
Company®, "Office Bldg"). If the project is part of a DOT road-widening project, please include parcel number and structure number,

PROJECT ADDRESS - Street address where abatement, encapsulation, or demolition will take place.

*Hif project involves multiple buildings/structures at one location, list all addresses, building names, unit numbers, etc. Use a separate sheet of paper
as an attachment, if necessary.

*If project Involves multiple buildings/structures at different addresses, you may group together those addresses on the same street andfor adjacent
streets, (within a few block radius). Use a separate shest of paper as an attachment, if necessary. Include a site map or diagram showing locations.

REV 062012005F -5-



& CITY/ZIPICOUNTY - Complete all areas. YOU MUST LIST THE COUNTY.

NEAREST MAJOR INTERSECTION - For example: “State Hwy 41 near Windy Hill Rd"; "South Houston Lake Rd near State Hwy 86"}
BLDG SIZE IN SQ. FEET - Square foot measurement of the entire building {all floors and spaces) combined.

AGE OF BLDG IN YEARS - Ags of building in years.

]
* NUMBER OF FLOORS IN BUILDING - Total number of floors in buiiding, including sub-basement, basement, mezzanine, attic, and
penthouse. Each |evel that can be occupied should be counted as a separate floor.

+ SPECIFIC LOCATION OF ASBESTOS BEING REMOVED - Provide specific area(s) of the sfructure that are being abated or
demolished. For example: "Roof”, “Kitchen Floor*, "Steam Pipes in Basemant’, “Throughout Building”, "Hallway", "Floor Number "
*Room Number ", atc).

SECTION 2 — PROJECT CONTRACTORS
3A — ABATEMENT CONTRACTOR — Name of the company that will perform the asbestos renovation/abatement.

* CONTRACTOR STREET ADDRESS ~ Tha actual physical location of the Asbestos Removal Contractor's place of business, DO NCT
USE A POST OFFICE BOX IN THIS SPACEI

* COMPANY CERTIFICATE NUMBER - The number issued on the contrastor company certificate by the Georgia Lead-Based Paint and
Asbtestos Program.

¢ CITYISTATEIZIP/PHONEIFAX — You must complete each space.

LIGENSED AGENTS NAME — Name of the person licensed by EPD as the Princlpal Agent for this company
AGENT'S ID NUMBER - The agent's number issued by EPD, Example: "50123"

EXPIRES — The date on which the agent's cerlificate expires.

CELL PHONE — The cstlular or pager number for the Principal Agent.

3B - BEMOLITION CONTRACTOR —~ Name of company performing work OTHER THAN asbestos removal.

& DEMOLITION CONTRACTOR'S STREET ARDRESS — The actual physical location of this Confractor's place of business. DO NOT
LSE A POST OFFICE BOX IN THIS SPACE!

+ CITY/STATE/ZIP/IPHONE/FAX - You must complete each blank.
(H more than 2 Contractors are involved with the project, use a separate sheet as an attachment to provide additional information)

SECTION 4 - ASBESTOS CONTAINING MATERIAL(S) {ACM) INFORMATION
IS ASBESTOS PRESENT?

* YES - A thorough Inspection for the presence of ashestos has been conducted and the written results indicate that asbestos IS present.

® NO - A thorough inspection for the presence of asbestos has been conducted and the written results indlcate that asbestos 1S NOT
present.

» UNKNOWN - It is unknown if an asbestos inspection has been performed, or an inspection has been performed but the results are
unknown at this time.

® FRIABLE — “Friable Asbestos-Contalhing Material” means any material containing more than 1 percent asbestos, by waight, and which
when dry may be crurnbled, pulverized, or reduced o powder by hand pressure or non-friable material that will be subjected {o sanding,
grinding, abrading or crushing.

* NON-FREABLE - "Non-Friable Asbestos-Containing Material* means any asbestos-containing material that does not meet the definition
of “FRIABLE".

s BOTH - Both “Friable” and “Non-friable” materials are present on this project,

DID AN AHERA ACCREDITED INSPECTOR INSPECT THIS SITE?
Was the portion of the abatement project, or demolition area described in Section 2 of this form, thoroughly inspected by an AHERA Accredited
Asbestos Inspector? Chack T the appropriate answer

* YES

¢ NO

* UNKNOWN
.

ASSUMED ASBESTOS - A thorough inspection for the presence of asbestos HAS NOT been conducted but based on the type of
material{s) being disturbed, the decision has been made to treat the material(s) as ACM.

» INSPECTOR NAME — Name of individual whe parfarmed the inspection.
® INSPECTOR PHONE - Number at which the Inspector may be reached, starting with area code.

* ACCREDITATION COURSE - Name of course taken to obtain ASBESTOS INSPECTOR accreditation. For example: “Asbestos
Inspector Initial (All)" OR “Inspector Refresher (AIR)"

s CERTIFICATE NUMBER - Number on the Asbestos Inspector Certificate of Course Completlon issued by the Training Provider.
® EXPIRES — Expiration date on cerfificate issued by Training Provider.
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SECTION § -~ WORK SCHEDULES

IMPORTANT NOTICE: A 10 {TEN) WORKING DAY NOTIFICATION IS REQUIRED PRIOR TC COMMENCING ANY REGULATED
ASBESTOS ACTIVITY. {Exception: Valid Emergency Projects)
WORKING DAYS ARE CONSIDERED MONDAY THROUGH FRIDAY. A HOLIDAY FALLING ON THESE DAYS WILL BE COUNTED AS A
WORKING DAY, WORKING DAYS ARE COUNTED FROM THE DATE OF:
=  US POST OFFICE POSTMARK DATE
= FEDEX/UPS SHIFPING DATE
= ELECTRONIC FILING OF PROJECT NOTIFICATION

NOTIFICATIONS POSTMARKED ON A SATURDAY OR SUNDAY DO NOT BEGIN THE 10 WORKING DAY NOTIFICATION PERIOD
UNTIL THE FOLLOWING MONDAY.

FOR ALL PROJECTS

Provide the project START date and END dates. NOTE: if the Consultant or Project Owner is submitting the praoject nofification, and project dates

are as yet undetermined, submit dates as TBD (Te Be Determined), THE ABATEMENT OR DEMOLITION CONTRACTOR WHQ RECEIVES THE
CONTRACT MUST SUBMIT A REVISION TO UPDATE THE PROJECT DATES BEFORE WORK BEGINS.

WORK DAYS - Provide actual days of the week on which work will be performed — NOT the number of days worked per week. For example: “M,
Tu, Th" or “M-F"

WORK HOURS - Provide the actual fimes of the day the crew will be on site — NOT the number of hours worked per day. For example "7A —~ 4P" or
“5P — MIDNIGHT"

PHASED PROJECTS - If multiple buildings/structures are involved, break project into Phases, and identify project dates per Phase. Use an
additional page to described phased project start and stop dates and work hours in detail.

SECTICN & — ACM TYPES INFORMATION AND FEE SCHEDULE
Use this section to identify the type and tota! quantily of asbestos that will be disturbed during this project and calculate fees owed based on your
findings. All ACM's identified in Section 4 must be described compietely here.

ACM TYPE(S)

* Step 1 - Locate the type of ACM you will be disturbing in COLUMN A. Use the Category 1, 2 and RACM headings in COLUMN B to
determine the material's current status, then locate the categoty the material will MOST LIKELY BECOME as a resulf of your abatement
activities In COLUMN C.

¢ Step 2 - Show the combined LINEAR FOOT (LF) andfor SQUARE FOOTAGE (SF) of the material to be disturbed in COLUMN D, E, or F,
depending on the determinatian made from the code in COLUMN C

* Step 3 - In COLUMN G, circle the corrasponding ACM type code for any material amount listed in COLUMN(S) D, E, or F. In ROW G2,
enter the type code(s) in the space(s) labeled CAT 1, CAT 2, and RACM.

¢ Step 4 — Total COLUMNS D, E, and F and Insert the total(s} in the appropriate space(s) provided.

DEFINITIONS:

CATEGORY {1 NON-FRIABLE ACM includes asbestos-containing packing, gaskets, resilient floor covering, mastics, and asphalt roof products that
contain greater than 1% asbestos. Category 1 materials that will likely become friable as a result of removal activity must be listed in the RACM
category.

CATEGORY 2 NON-FRIABLE ACM includes any asbestos-containing material, excluding Category 1 non-iriable ACM, These are primarily the
asbestos-cement products. Category 2 materials that will likely become friable as a result of removal activity must be listed in the RACM category.

RACM {Regulated Asbestos-Containing Material) means friable asbestos containing material, Category 1 non-friable ACM that has become
friable, Category 1 non-friable ACM that will be or has been subjected to sanding, grinding, cutting, or abrading, or Category 2 non-friable ACM that
has a high probability of becoming or has become crumbled, pulverized, or reduced to powder by the forces expectad to act on the material in the
course of demolition or renovation operations

FEE CALCULATION SECTION
Step 1 - Use the check box 0 to indicate whether the project is RESIDENTIAL (ROW H.} or NON-RESIDENTIAL {ROW 1.).

Step 2 - Place the total fram COLUMN F on the correct line provided in either "BOX H (A). — RESIDENTIAL" or "BOX { (A}~ NON-RESIDENTIAL®.
Step 3 — Multiply the number in BOX H (A) or | {A) by $0.10 (Ten Cents - 10¢} and place the resulting amount Int line H (B} or 1 (B)

MINIMUM AND MAXIMUM FEES:
RESIDENTIAL PROJECTS: Residential projects are subject fo a minimum fee of $25 and a maximum fee of $50 per dwelling unit.
NON-RESIDENTIAL PROJECTS: Non-residential projects are subject to a minimutm fee of $25 and a maximum fee of $1,000,

DEFINITIONS:
RESIDENTIAL PROJECT: A residential dwelling means any family residence or apartment building with four or fewer dwelling units.

NON-RESIDENTIAL PROJECT: A non-residential project means any project conducted on any building that would fall outside the guidelines
established by the definition of a residential dwelling. 1.E.: any non-resldential structure, or any residential structure with five or mare dwelfing units, -

IF FEES ARE DUE FOR ANY PRQJECT, SHOW THE CHECK NUMBER IN THE SPACE PROVIDED.
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SECTION 7 — BUILDING OWNER, WASTE TRANSPORTER. AND DISPOSAL SITE INFORMATION
WASTE TRANSPORTER: Complete all areas

= NAME OF COMPANY

= CONTACT NAME: Name of person at Transport Company to call, if necessary.
= ADDRESS/CITY/ISTATE/ZIP/PHONE/FAX

DISPOSAL SITE INFORMATION
= WASTE DISPOSAL SITE NAME: Name of Landfill.
» DISPOSAL SITE COUNTY: Provide County name.
+ ADDRESS/CITY/STATE/ZIP/PHONE/FAX: Complete all areas.

BUILDING OWNER
» OWNER OF PROJECT SITE/FACILITY: Name of legal owner of facility/property.
» OWNER'S REPRESENTATIVE: Name of person {other than Caoniractor) acting on bshalf of Owner, pariicularly if completing &
submitting this form.
« OWNER'S STREET ADDRESS: For service of legal process if required,
» OWNER'S MAILING ADDRESS if different than the street address.
* CITYISTATEIZIPIPHONE/FAX Complete all areas.
* TELEPHONE NUMBER: Number at which Contact person may be reached, stariing with area code.

SECTION 8 — WORK METHODS
Enter the methad(s) of demolition ardfar renovation activity and a description of work practices and engineering controls to be used on this project.
Describe fully what types of abatemant and/or demolition activitles are going to take place, the methad{s} of remaval and/or demolition that will be
used, and controls In place to prevent asbestos emissions. Attach a separate sheet of paper if more room is needed to answer this section.
FOR EXAMPLE:

» “Wet spud bar and chemical removal of FT M with critical barriers. 1 negative air. Visual clearance only";

= "Wet spud bar removal of ACS over 6 mil plastic on ground. Place In plastic iined roll of dumpster. Visual clearance only”

» “Derno with front-end loader. Push down, wet, and machine load into 3D CY roll of dumpster”

SECTION 9 - ADDITIONAL PROJECT INFORMATION
= WILL ASBESTOS REMAIN IN THE PROJECT AREA? Please answer “YES", "NO", or "UNKNOWN", and explain a YES or UNKNOWN
answer.

= IF NO ASBESTOS IS PRESENT, WAS THIS THE RESULT OF A PREVIOUS ABATEMENT?

* IF THE PROJECT WAS PREVIOUSLY ABATED, PROVIDE ALL REQUESTED INFORMATION FOR THE PRIOR ABATEMENT
COMPANY,

CERTIFICATION OF INFORMATION AND ACKNOWLEDGEMENT
PROVIDE ALl REQUESTED INFORMATION - DO NOT LEAVE ANY SPACES BLANK AND INCLUDE SIGNATURE

PRINTED NAME - Print o type fuli name of person submitting form.

PHONE: Phone number of the person submitting the Project Notification.
SIGNATURE - The person submitting this form must submit with thelr signature.
DATE - Date project nofification is signed

REPRESENTING - Check the appropriate title:

OWNER - Owner of Facllity in which project is being performed
ABATEMENT CONTRACTOR - A Georgia Licensed Asbestos Abatement Contractor
DEMOLITION CONTRACTOR - Demolition Contractor

OTHER CONTRACTOR - A contractor representing aneother trade involved on the project. For example: “General Contractor,”
“Sub Contractor,” or “Consultant.”
COMPANY NAME: Name of company submitting the Project Notification.

ADDRESS: Complete the mailing address including street, city, state and zip code.

O oa o

NOTE: if a Project Notification is submitted by sameone other than the asbestes abatement or demolition contractor - such as the Consultant or
Owner - In order to start the 10 working day nofification period while the contract is out for bid, A REVISED NOTIFICATION MUST BE SUBMITTED
BY THE CONTRACTOR TO WHOM THE PROJECT IS AWARDED BEFORE WORK BEGINS. THE CONTRACTOR MUST SIGN THE
CERTIFICATION AREA OF THE REVISED NOTIFICATION FORM,
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We e teere for you I[S@

UNlTED CONSULTING 9001:2008 Certified




e ntited Consulting Project #2013.3817.02

Photo # 1: The Project Site building was a two-story residential home faced with brick and
contained an asphalt shingle roof.



United Consulting Project #2013.3817.02

Photo # 2: Blue sink flooring located within the laundry room contained regulated concentration of
asbestos fibers.



United Consulting Project #2013.3817.02

Photo # 3: White sink soundproofing sampled contained regulated concentration of asbestos fibers.

Photo # 4: Textured ceiling contained regulated concentration of asbestos fibers.



United Consulting Project #2013.3817.02

Photo # 5: Sink soundproofing sampled at the Project Site contained regulated concentration of
asbestos fibers.

Photo # 6: Mirror mastic sampled at the Project Site contained regulated concentration of asbestos
fibers.




Photo # 7: Exterior window caulk contained regulated concentration of asbestos fibers.
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